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Spectrum Test Report

1.0=17.727mW/nm

350 513 675 838 1000
Wavelength(nm)

0.0

0.2

0.4

0.6

0.8

1.0

1.2
Spectrum CIE1931 EVERFINE

x = 0.4693 y = 0.4045

CCT = 2527K

Color Parameters:
Chromaticity Coordinate:x=0.4693  y=0.4045/u'=0.2714 v'=0.5265

CCT=2527K(Duv=-0.0028) Dominant WL:Ld =586.1nm WL:Lc = --nm Purity=62.3%

Ratio:R=28.47% G=69.05% B=2.48%　Peak WL:Lp=628.8nm  FWHM=133.1nm

Render Index:Ra=94.4   AvgR=92.9  TM30:Rf=92 Rg=101

R1 =96 R2 =99 R3 =98 R4 =94 R5 =96 R6 =96 R7 =91 

R8 =84 R9 =69 R10=98 R11=96 R12=86 R13=98 R14=99 R15=93 

Photo Parameters:
Flux  = 720.6 lm   Eff. : 88.70 lm/W  Fe  = 2.716 W

Electrical parameters:
V = 23.999 V     I = 0.3385 A    P = 8.124 W PF = 1.000

LEVEL:OUT        WHITE:OUT

Status:  Integral T = 500 ms  Ip = 4943 (8%)

GBT5702

Model:2835 Number:1
Tester: Date:2026-07-26 16:29:32
Temperature:Deg Humidity:%
Manufacturer: Remarks:IP20/1M


